
InertSep Vacuum Manifold



For the efficient SPE analysis using InertSep

vacuum manifold system, necessary 

accessories are provided as a kit for general 

or environmental analysis which needed 

many samples such as river water. Some kits 

are suitable for your analytical purposes.
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①5010-50237 Glass Chamber

For extraction using a diaphragm suction 

pump, it is resistant to pressure. Stainless 

bats (5010-50122) are also available.

②

②5 010- 50238  C o v e r  A s s e m b l y

Fit onto the glass chamber to perform solid phase extraction.

Ⓖ S a f e t y  v a l v e

Used to prevent excessive applied 

vacuum breaking the glass chamber.

⑥5 010- 50016  S e a l i n g  p l u g

Need to plug any line not being used.

④5 010- 50014  V a c u u m  g a u g e

Display the level of vacuum in the glass chamber.

⑤5 010- 50015  B l e e d  v a l v e

Used to adjust the amount of vacuum applied. 

Adjust while monitoring the

pressure displayed on the vacuum gauge.

⑧5 010- 50032  L u e r f i t t i n g

A luer type connection can be made, e.g.

with a solid phase cartridge or filter disk.

Also used to connect the delivery tips

to the cover.

⑦5 010- 50019，5010- 50020  D e l i v e r y  T i p s

The standard delivery tip is manufactured The standard delivery tip is 

manufactured from stainless steel (5010-50019).

When correction resistance is required, use the PTFE type (5010-50020).

③5 010- 50239  G a s k e t

Used to seal the cover assembly and the 

glass chamber to maintain vacuum.

⑫5010-50041

Glass protection film

⑨5 010- 50033

V a c u u m  t u b e  c o n n e c t o r  a s s e m b l y

Used to connect the glass chamber

to the vacuum pump.

⑭5 010- 50018  S t a i n l e s s  s t e e l  

n u t  f o r  r a c k

5 0 10- 50129  R e s i n  n u t  f o r  r a c k

⑬5 010- 50017  O - r i n g  f o r  r a c k  

5 0 10- 50128  R e s i n  c l i p  f o r  r a c k

⑪5 010- 50240  e . t . c .  R a c k s

There  5  type  o f  racks :  12 /16  mm tes t  tube ,  20  mL 
concen t ra t ion  tube ,  30  mL concen t ra t ion  tube ,  TS29/38  
eggp lan t  shaped f lask ,  
TS 29 /38  F lo rence  f lask  50 /100  mL.
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For the efficient SPE analysis using InertSep vacuum manifold system, necessary accessories are provided as a kit 

for general or environmental analysis which needed many samples such as river water. Some kits are suitable for 

your analytical purposes.

ⒸL a r g e  S i z e  C a r t r i d g e

10 mL reservoir used with samples up 

to 10 mL.

Adaptor not required.

ⒶE m p t y  R e s e r v o i r

1 mL to 150 mL reservoirs are available for large sample 

amount. Requires a connecting adaptor.

ⒷR e s e r v o i r  w i t h  a d a p t o r

Ideal for use in the pretreatment of food.

Useful when using a cleanup volume of 20 

mL approx.

Ⓓ L u e r D e v i c e  C a r t r i d g e

Used for connecting a solid phase

cartridge, connecting an empty reservoir

or connection to a automatically

instrument for solid phase extraction.

Ⓔ C o n n e c t i n g  a d a p t o r  f o r  I n e r t S e p

Used to connect a syringe barrel type regular cartridge to 

another luer device. ⑩5 010- 60010

L u e r S t o p  V a l v e  ( P T F E )

Used to control or stop the flow

rate during solid phase extraction.

Ⓕ5 010- 51010  e t c ,  G L - S P E  

C o n c e n t r a t i o n  t u b e s

There are 11 different sizes. Select, depending on the

volume of the extraction solvent and

concentration volume.

Gasket : 1 pc

Bleed Valve : 1 pc

Safety Valve: 1 pc

Cartridge Adaptor : 12 pcs

Stainless Delivery Tip : 12 pcs

12/16 mm Rack : 1 pc

16mm waste liquid funnel: 12 pcs

<Kit Contents>

Glass Chamber: 1 pc

Vacuum Gauge: 1 pc

Plug : 12 pcs 

Luer Fitting: 12 pcs

PTFE Delivery Tip: 12 pcs

12 mm Waste Liquid Funnel : 12 pcs

Cover: 1 pc

Description Qty. Cat.No.

Inertsep Vacuum Manifold Kit 1/pk 5010-50230
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Related Products

GL-SPE Gravity Flow Manifold

(for general analysis, aluminum)

Description Qty. Cat.No.

GL-SPE Gravity Flow Manifold 1 pc 5010-50430

Description Qty. Cat.No.

SPE Cartridge Adaptor for 

1,3,6mL (PP)

12

pcs

5010-60000

SPE Cartridge Adaptor for 

12,20mL (PP)

12

pcs

5010-60001

SPE Cartridge Adaptor for 

60mL (PP)

12

pcs

5010-60002

SPE Cartridge LSC Adaptor (PP) 12

pcs

5010-60004

Description Size Qty. Cat.No.

Lure Stop Valve Common 12 pcs 5010-

60010

Luer Stop Valve (PTFE)

Concentration Tube & Test Tube for InertSep / GL-SPE Vacuum Manifold

Description Volume Plug Cat.No.

Spitz Tube with 

Stoper and Scale 

12mm

6 (6.5) mL Co-

Stoppered

5010-

51001

Spitz Tube with 

Stoper and Scale 

16mm

14 (15) 

mL

Co-

Stoppered

5010-

51002

GL-SPE Concentration 

Tube 1mL 

Female/7mL

6 (7) mL Co-

Stoppered

5010-

51010

GL-SPE Concentration 

Tube 0.5mL&1.0mL 

Graduated 7mL

6(7)mL Co-

Stoppered

5010-

51011

GL-SPE Concentration 

Tube 0.5mL 

&1.0mL/7mL Clear 

Taper

6(7)mL Tapered 5010-

51013


